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27 October 1981

MEMORANDUM FOR: Deputy Director for Operations

Deputy Director for National Foreign Assessment
Deputy Director for Administration
Deputy Director for Science and Technology

THROUGH : Deputy General Counsel

FROM:
an enera ounsel

SUBJECT:  American Telephone and Telegraph Co. v.
United States, Court of Claims No. 597-81 C

REFERENCE: Multiple Addressee memo from| | STA
OGC, dated 14 October 1981; sSame subject
(OGC 81-08840)

Referent memorandum requested a search of pertinent records
for possible patent infringement regardiﬂg subject case. Attached
is a letter from the Department of Justice with additional tech-
nical information which will be necessary or useful in conducting

a thorough search of your records. Please forward to your designa-

ted focal point officer.

STA

Attachments:
As stated
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JPM:JAH:VJDiPietro: jca Te lephone: L&PLD/OGC
154-587-81 C : (202) 724-7223 ¢/ z.- Clagte,

Washington, D.C. 20530 -

October 19, 1981

STAT
OIfice of General Counsel
Central Intelligence Agency
Washington, D. C. 20505
Re: American Telephone and Telegraph Co.,
Western Electric Co., Inc. and Bell
Telephone Laboratories, Inc. v. United
States, Ct. Cl., No. 587-81 C.
STAT Dear

In connection with the call previously sent to you in
connection with the above litigation, enclosed is a copy of
U.S. Patent No. 3,991,268 which we have just received.

Very truly yours,
J. PAUL McGRATH

Assistant Attorney General
Civil Division

2l 1) Hoef

7 JOSEPH A. HILL
Director
Commercial Litigation Branch

Enclosure
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D
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Nov. 9, 1976

Goodall . . (451
{541 PCM COMMUNICATION SYSTEM WITH 2531846 11/1950 Goodall — 179/15 AP
PULSE DELETION - -
[75] Inventor: William M. Goodsll, Oakhurst, NJ. Primary Exam:’nef—-;!owar:lv Ai: B;:_'lunmel
[73] Assignee: Bel Telephooe Laboratories, Auorney, Agent, of Firm—W. T Simpsoa
Incorporated, Murray Hill, NJ. . _
(211 Appl. No: 67210 : 1. A pulse code modulation system, including a source
' of intelligence conveying code groups of pulse ele-
(2] vs.Q 178/22; 179/15 AP, ents of pulse code modulated signals, apparatus for
179/15 AF  gopressing individual pulse elements of said code
{511 Int. CL2........ HO4L 8/00; HO4K 1/00 groups of pulse elements of said pulse code modulated
[58] Field of Search. - 179/1.5 PO, 15.6 PC,  gipnals at recurring intervals of time, means for trans-
179/1.5, 15.6; 256:9.22 X, 20.282, 9.21, 13, v other signals during said intervals during which
©.22; 332/9-15; 343/13, 110; 178/43.5,22 44 pulses are suppressed, and receiving apparatus for
' " recovering said other signals from said pulse code
[56] References Cited modulation signals. .
UNITED STATES PATENTS S
2412964 12/1946 Chatterjea et al. e 179/15 AP 9 Cliaims, 8 Drawing Figures
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PCM COMMUNICATION SYSTEM WITH PULSE
' DELETION
This invention relates to methods and apparatus for

_enciphering and deciphering signaling currents and
- more particularly to the enciphering and deciphering

pulse code groups of signaling currents or conditions

_ employed in the transmission of messege or intelligence

conveying signals as well as supervisory or other non-
intelligence conveying signals.

The invention relates more particularly to high-speed
pulse code systems in which pulses of short duration
occur in very rapid succession. In the past, the enci-
phering and deciphering equipment had to work at
substantially the same speed as the pulse systems. Such
a requirement imposes a considerable limitation on the
types of systems and equipment availzble for generat-
ing and utilizing ciphered keys or key codes employed
in enciphering and deciphering the signaling currents.

It is an object of the present invention to overcome

" gome of these difficulties and provide improved enci-

phering and deciphering equipment by employing a
plurality of key generators comprising tapes of other
suitable equipment for enciphering various portions of
the signaling currents. By providing a plurality of such

" key generators and employing them in rotation, suffi-

cient time is provided between the times these genera-
tors are employed to encipher or decipher the signaling
currents to advance them in any suitable or desired
manner. In this way each one of the key generators may
be operated at a much lower speed and at the » me
time be capable of enciphering or deciphering high-
speed code signaling pulses.

By providing a plurality of said ciphered keys or key
generators each of which may be independent of all of
the others, if desired the degree of secrecy obtained is
much greater than that obtained from a single key
generator of comparable complexity.

Another object of this invention relates to methods,
apparatus and circuits for taking one of the pulse inter-

" vals at recurring intervals of time and employing this

pulse interval for the transmission of auxiliary signals
other than the pulse code signals. By tzking the pulse at
intervals or instants not related to the code group inter-
vals some privacy is obtained for both the pubse code
signals and also the auxiliary signals.

A feature of the invention relates to an improved
distributor arrangement for sequentially connecting the
various key sources to the enciphering equipment, one
‘after another and in rotation to the encipbering or
deciphering equipment.
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‘Another feature of the invention relates to improved

" enciphering equipment in which signals of enciphering

pulses, as well as complementary signals are obtained
and then in particular, one of these groups of test sig-
nals is selected for transmission under control of the
key gencrating equipment.

Another feature of this invention relates to 2 similar
method and equipment for deciphering the received
gignals under control of a similar plurality of key gener-

sdors or key signals.

Another feature of this invention relates to cipher
equipment which may be applied 10 existing pulse code
modulation systems without requiring any change of
these existing systems.

Another feature of this invention relates to cipher

" equipment which may be interposed between the ends

of a pulse code modulation path to render secret the
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2 .
signals transmitted between the ciphering equipment
and deciphering equipment.

The foregoing objects and features of tais invention

may readily be ynderstood by reference to the attached )

drawings in which .

FIGS. 1 to 6 inclusive show the circuits and appara-
tus, in detail, of an exemplary embodiment of the pre-
sent invention.

FIG. 7 shows graphs of the voltage or current as

applied to certain portions of the system and
F1G. 8 shows the manner in which FIGS. 1 to 6 are
positioned adjacent one another to form the complete

system. FIG. 8 also shows the manner in which the -

various component parts cooperate one with the other
in accordance with an exemplary method and system
embodying the present invention.

The invention is not limited to the exemplary system
shown in gdetail in the drawings so that this exemplary
system does not limit or expand the scope of the claims
appended hereto, which point out in detail the nove
features of the present invention. .

Referring now to FIGS. 1 1o 6 of the drawings when
arranged zs shown in FIG. 8, it should be noted that
enciphering equipment and circuits are shown in FI1GS.
1, 2 and 3, while the deciphering equipment is shown in
FIGS. 4, § and 6. '

FIG. 1 shows main synchronizing and timing equip-
ment while FIG. 3 shows a distributor comprising a
plurality of electron discharge tubes which are em-
ployed to sequentially connect a plurality of sources of
key signals for the purpose of enciphering message
signals. S

FIG. 2 indicates a transmitting terminal of a pulse
code modulation system together with circuits and
equipment for enciphering the message signals in ac-
cordance with the key signals received from the distrib-
utor equipment in FIG. 3. :

In 2ccordance with the present invention the only
relation necessary or desirable between the key signals
as received from FIG. 3 and pulse code modulaticn
signals from the pulse coded terminal is that the koy
signals should not change during any pulse element of
the pulse code modulation signals. It is not esseniizl
that the number of key generators bear any relationst.ip
to the number of pulses or pulse intervals in the codes
employed in a pulse code modulation system. Neith:r
do the key signals as received from FIG. 3 have ‘o
change for each pulse interval of a pulse code moduta-
tion system. The key signals may remain the same §
any desired integral number of pulse code puise int:
vals. For example, the key signals from FIG. & 1
change or not change at the end of each pulsz inter
of a pulse code modulation system or at the end
every two pulse intervals or at the end of each pv
code group of the pulse cocle modulation system,
after any desired number of dulse code or puise gro
intervals of the pulse code modulation system.

For descriptions of key gznerating equipment &
methods of controlling and synchronizing such equ »-
ment reference is made to my copending applicat’ -a
Ser. No. 67,209 filed Dec. 24, 1948 and to an applica-
tion of Edson-Gleichmann-Mallinckrod: Zer. o
675,901 filed June 11, 1940

Said applications disclose -Hlectron.: 1near, 1 | -
erating high-speed key signals for enciphering and do -
phering pulse code modulat.on sigrals which key © o
nals are of the type suitable fr use in combiaztion 7 3
the other elements of the exzmplary system descninnad
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3
berein for first enciphering and then, at the receiver or
subsequent point in the system, for deciphering the
enciphered signals and deriving the original pulse code
modulation stshals therefrom.

The key cipher signal generators as disclosed in said
application of Edson-Gleichmann-Mallinckrodt ein-
ploy crystal oscillators 1o control stepping or operation
of the key generzting system. In addition to the crystal-

controlled oscallator two ring circuits, a S-stage ring’

and an 8-stage ring are driven by this oscillator. These
ring circuits. are connected to two enciphering ring
circuits, one comprising thirteen stages and the other
eleven stages. The connection between the S- and 8-
stage rings anc the 1 1- and 13-stage rings is by means of
manually adjistable switching devices. The 5- and 8-
stage rings are continuously driven by the crystal oscil-
kator. The cryszal oscillator aiso controls a pulse gener-
ating circuit which generates pulses from the crystal
oscillator und causes pulses to be delivered to the 11-
and 13-stage rimgs through gate circuits. The gate cir-
Cuits are activaied by pulses from the 5- and 8-stage
rings through the manually settable switches. Thus the
I1- and 13-stage ring circuits do not uniformly ad-
vance. Neither &= the advance of the two rings similar or
simultaneous. On occasions they may be substantially
simultaneously advanced, while on other occasions
only one or the other of these ring' circuits may be
advanced. The outputs of the two ring circuits are com-
bined to form the key cipher signals.

As shown in FIG. 3 a common cipher key generator
387 may be employed when desired. This common key
generator may be supplied with controlling pulses for
synchronizing izs osciflator, which oscillator may oper-
ate at a frequency such that the key cipher generator
387 may cause fts cutput to change or not to change at
the end of each pulse interval of the pulse code modu-
lation system ox at the end of every two puise intervals,
or at the end of each pulse code group of the pulse code
modulation system or after any desired number of pulse-
code or pulse group intervals of the pulse code modula-
tion system.

In an effort to facilitate the understanding of the
tnvention and 2%o in an effort to simplify the disclosure
and the descripzion thereof it will be assumed that this
key generator 387 is arranged so that the output signals
therefrom may or may not change at the end of each
code group of pulses of the pulse code modulation
system. Under the assumed conditions the controlling
oscillator of this key generator will operate at substan-
tially the same frequency as the frequency of the oscil-
kator controlling the pulse code modulation systems or
at the same frequency as oscillator 110 of the encipher-
ing equipment. The supply of signals for advancing or
actuating the kev generator 387 thus may come from
the output of the pulse generator over conductor 126.
Thbe controlling pulses are delayed by a portion of the
Celay line 360 to accurately time them with respect to
the pulse code mxodulation pulses. With the key genera-
tor 387 so arrarged the input controlling or advancing
signals will be a1 substantially the same interval or fre-
quency as the signails from conductor 126, The key
generator will then advance and change or not change
its output at these times.

The key generzators 381 through 386, inclusive may
be of a similar type and advanced by means of similar
pulses. HOwever, in order to more clearly describe
applicant’s invention and as set forth herein, it is as-
sumed that these key generators will be operated at one

Approved For Release 2003/12/19 : CIA-RDP84800890R000300020004-1
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sixth of a frequency of the code pulse modulation sig-
nals. In other words for each sixth pulse interval of the
pulse code modulation system a single driving or ad-
vancing pulse is supplied to these key generators 381
through 386, inclusive. Inasmuch as oscillator 110 is
operating at such a frequency, these driving pulses may
be obtained from delay line 360 which is suppbed with
pulses from the oscillator 110 over conductor 126. The

delay line or device 360 is provided to time the advance -
of the key generators 381 through 386 and thus cause .

the successive advances of these devices.

It is not essential that the number of key generators
381 through 368 be the same as the number of pukse
elements of each or any of the code combinations of
the pulse code modulation system. The driving pulses

- for these key generators will of course be supplied by
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oscillators of these devices which oscillators uill run at
such a frequerncy to produce key signals at one sixth the
frequency of the pulse code modulation pukses, assum-
ing that six key generators are employed. Oscillator
110 operates at such a frequ=ncy. Of course, it i not
necessary that the key generators operate at one sixth
the frequency of the pulse code modulation signals.
When desired these devices may be operated still
slower.

The controlling oscilators of the key generators
cause these generators to advance — usually step by
step. However, the output from these devices does not
change on each step and usually does not change in
accorcunce with any regular program or in accordance
with any pattern. These key generators are arranged 50
that their output is reproducible but otherase as un-
predictable and random as possible. The controlling
oscillators however do control the times at which the
outputs of these devices can change — when and if they
have advanced to a point or position to make a change.
Both of said copending applications are assigned to the
Bell Telephone Laboratories, Incornorated, assignee of
this application.

It is also assumed that the varicus keys 338, §38, 658,
371 through 377, inclusive, and 671 through 677, are
set in the positions shown in the drawing.

While the above assumptions are not essential to the
operation of the exemplary system described herein
and in no way limit the scope of the invention, the
exemplary system will be described as operating under
such assumed conditions.

As shown in FIG. 2, microphone 201 represents a
source of complex waves such as speech waves, music,
telegraph signals, picture signals, and the Yke. For con-
venience it has been illustrated as 2 microphone but
any other suitable transmitting device capable of trans-
mitting the desired type of signak may be employed.

The microphone or other suitable source 201 i con-
nected through terminal equipment 202 to a pulse code
transmission modulation equipment 203,

Terminal equipment 202 may comprise any desired
and suitable transmission cquipment and signaling
paths which are capable of transmitting a complex
wave form comprising the signals as generated by the
transmitting device 201. This terminal equiprment may
include telephone and telegraph and other types of
switching exchanges and equipment including manual
exchanges s well as dial or zutcmatically operated
swilching systems. it may include toll lines or toll sys-
tems including open-wire lines, cable circuits, carrier
current circuits including coaxial transmission paths,
radio transmission path inciuding microwave radio
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beams or other high frequency currents propegated in

wave guides, etc. This equipment may include any
combination of the above equipment including repeat-
ers, regenerative repeaters, amplifiers, and suitable
terminating and interconnecting equipment. This ter-
minal equipment also may include gzin regulators, level
compensators, limiting equipment, etc., while are fre-
quently employed in any of the 2bove types of transmis-

_gion paths or systems.

The pulse code modulation equipment 203 may com-
prise any suitable types of pulse code modulation
equipment such as disclosed in my US. Pat No.

10

2,449,467 granted Sept. 14, 1948 and No. 2,438,908

granted Apr. 6, 1948, or any other suitable type of
pulse coce modulation equipment. In order to simplify
the disclosure and description of the exemplary system
disclosed herein, it is assumed that terminal equipment
203 may be of the type disclosed in my above-identified
patents, when said equipment is arranged to transmit
code groups of pulses comprising six pulses, each pulse
of which may comprise either one of two different
signaling conditions.

15

As set forth in my above-identified patents, the pulse -

code modulation equipment transmits the puke code
modulation signals over one path such as 204 while
synchronizing signals or pulses are transmitted over a
transmission path 205. The synchronizing pulses trans-
mitted over 205 comprise one pulse for each code
group as described in my above-identified patents. Itis
to be understood however, that any other suitable syn-
chronizing equipment may be employed including syn-
chronizing circuits and apparatus which are controlled
by received pulse code modulation signals.

In the usual case the enciphering equipment shown in
FIGS. 1, 2 and 3 will be located at the same place as the
pulse code modulation equipment 203. However, it

~ peed ot be 5o located but may be located at any other

suitzble or desirable location or place near 0 or at
E%r;e distance from pulse code moculation equipment

In case the equipment shown in FIGS. §, 2 and 3 is
located at the same place as the pulse code modulation
equipment 203, the oscillator 110 need not be provided
because the controlling oscillator of the pulse code
modulation system may be employed to control the
common equipment. In addition, the common equip-
ment shown in FIG. 1 will probably not be necessary
since the corresponding equipment of the puke code
modulation system of the type described in my above-
identified patents may supply the necessary pulses.
However, in case the enciphering equipment shown in

" FIGS. 1, 2 and 3 is located at a distance from pulce

code modulation equipment 203 or in case some other
code modulation terminal equipment is
provided, it is desirable to provide control ascillator
110 2s shown in FIG. 1 which oscillator is controlled by
gynchronizing signals or by the puise code modulation
signals themselves if it is desired to employ these signals
for synchronizing purposes as well as for transmitting

35

exemplary embodiment described herein, it is assumed

that the frequency received from oscillator 110 is such
that during each code group of pulses one cycle is
received from the oscillator 110. Furthermore, itis
assumed that the phase of the output frequency is such
that each cycle begins at the beginning of the code
groups of the pulse code modulation system although it
need not, but may begin between any two pulse inter-
vals of the pulse code modulation system as pointed out
above. - '

As shown in FIG. 1, the output of oscillator 110 is
employed to control the multivibrator circuit compris-
ing both sections of tube 115 in a well-known manner.
The output of the multivibrator is obtained through
condenser 116 connected to the anode of the right-
hand section of tube 115. The condenser 116 and resis-
tor 117 are employed to control the length of the out-
put pulse from multivibrator 115 which is applied to
the control grid of tube 120. The condenser 115 and
resistor 117 are so chosen that they, in effect, differen-
tiate the output of the right-hand section of tube 115
and control the length of the pulses applied tc the con-
trol grid of tube 120 without in any way disturbing the
frequency or period or in any other way interfering
with the operation of the multivibrator of the circuit
comprising both sections of the tube 115.

Tubes 120, 121 and 122 and their related circuits and
equipment are employed to amplify, limit and other-
wise shape the pulses applied to the control element of
tube 120. The output tube 123 is provided for applying
a negative synchronizing pulse to the lead 124 through
the coupling condenser 125. The output tube 123 also
simultaneously applies a positive synchronizing pulse to
lead 126.

The negative synchronizing pulse applied to icad 124
is amplified by both sections of tube 140 and due to the

inverting action of this tube the negative synchronizing

pulse appears as a pesitive pulse in the output or anode
circuit of tube 140. These positive pulses are repre-

40 gented by lines 701 of FIG. 7. One of these pulses is
. generated for each pulse code group.

45
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the intelligence of communication conveyed pulses of 60

The local cscillator 110 as shown in FIG. 1 may in-
clude suitable types of frequency stability devices such
as quartz crystals, limiters, frequency multipliers, fre-
quency dividing circuits and equipment, phase control
apparatus and the like, so that the output circuit of this

The application of a positive synchronizing pulse to
the left-hand contro! grid of tube 141 causes the upper
terminal of condenser 142 to be charged to substan-
tially the sare potential as the positive pulse applied to
the control grid of the left-hand section of this tube.
The bias normally applied to the left section of tube
141 is such that upon the termination of the positive
synchronizing pulse applied to its contro! grid, the lefi-
hand section of tube 141 causes to conduct cusrent and
thus does not in any way alter or interfere with the
potential of upper terminal condenser 142. Condenser
142 thereupon starts to discharge through inductance
143, However, condenser 142 and the inductor 143
comprise a resonani circuit so that upon the discharge
of condenser 142 isito the inductance 143 a damped
oscillating current is get up which flows between these
elements of the os:illating circuit. The wave 702 of
FIG. 7 represents th= potential of the upper terminal of
condenser 3142 due to this oscillating current. Tubes
144 and 145 are employed to ampiify, limit and other-

" wise shape the wave form of the oscillating current so

65

oscillator which may be used for controlling the enci-

phering equipment shown in FIGS. 1, 2 and 3. In the

that substantialiy a square or rectangular wave form i
supplied to contro} grid of the output tube 146, The

output of tube 146 :s amplified and further shaped by
tube 210 which causes a substantially square or rectan-
_gular wave form to flow in its output circuit which &5

illustrated by the curve 703 of FIG. 7. A similar wave
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form but of opposite phase or polarity also appears ca
the cathode of tube 210. These wave forms are em-
ployed to coatrol the circuit in the manner described
hereinafter. .
Distributor Carcuit ;

The output circuit or anode of tube 210 is coupied
through the coupling condenser 310 to the control
elements so coatrol giids of tubes 312 and 313 in paral-

Jel. Tubes 312 and 313 are employed as output tubesto .

secure a sufficient output power to properly control
both sections of tubes 314, 315 and 316 which have
their input or control electrodes all connected in paral-
lel.

Condenser 310 and associated grid resistor 311 are

“so designed that they tend to, in effect, differentiate the

square wave form 703 received from the anode of tube
210. Thus, only a very short pulse is applied to the
control grids of tubes 312 and 313 each time the output
of tube 210 changes from one value to the other value.

For example, shen the anode of tube 210 changes from <

a relatively high positive value to a lower positive value
a short negative pulse is applied to the grids of tubes
312 and 313. Likewise, when the ancde of the tube 210
rises from a relatively low velue to a higher positive
voltage, a pasitive pulse of short duration is also ap-
plied to control grids of tubes 312 and 313. :

Tubes 312 and 313 are biased so that they are nor-
mally conducting appreciable current in their anode-
cathode circuit and may have their control grids at or
near ground potential. Consequently, these tubes do
not amplify or even relay the positive pulses applied to
their control grids. Thus positive pulses, to the extent
that they are repeated by the tubes, appear as negative
pulses in the output or anode circuits of these tubes as
illustrated at 704 of FIG. 7. The negaiive pulses how-
ever, applied to the control grids of tubes 311 and 312
are amplified and repeated by these tubes and appear
as large positive pulses in the output or anode circuits
of these tubes as shown at 705 of FIG. 7.

Thus positive pulses, when applied to the control
elements of both sections of tubes 314, 315 and 316
will cause the condensers 321, 322, 323, 324, 325 and
326 to all be charged to a voltage substantially equal to
the maximum positive voltage applied to the control
grids of the corresponding sections of the tubes in re-
sponse to the positive pulse applied thereto from tubes
312 and 313 through the coupling condenser 317. At
the termination of the positive synchronizing pulse all
the sections of tubes 314, 315 and 316 ceasc o con-
duct due to the bias applied to their control grids and
due to the clmrge on the upper terminal of the corre-
sponding condensers 321 to 326, inclusive. Unless dis-
charged in a manner to be described hereinafier, the
potential of the upper tzrminal condensers 321 1o 326
then remain at the refatively high positive potential. If
any condensers are discharged, as will be described
hereinafier, they are recharged by the next successive
positive synchronizing pulse applied to the coatrol
elements of tubes 314, 315 and 316 in the manner
described above.

The upper terminals of condensers 321 through 326,
inclusive, are connected to the anodes of the right-hand
section and to the grid or control element of the left-
hand section of the respective tubes 331 through 336,
inclusive. The left-hand sections of these tubes are
biased, by means of potentiometer 327 and biasing
battery or other source of biasing potential 328, sb tiat
the tubes are normally non-conducting. Consequently,
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unless a positive pulse is applied to the control grid of
the lefi-hand sections of these tubes they do not tend to
change the charge upon the upper terminals of con-
densers 321 through 326, inclusive. .

With the positive potential of the upper terminal of
condensers 321 through 326 applied to the control
grids of the right-hand sections of tubes 331 through
336, inclusive, these sections are maintained in a con-
ducting cordition which in turn causes the potential of
the plate of the right-hand sections of tubes 331
through 336, inclusive, to be maintained at a relatively
low voltage. The anode voltages of right-hand sections
of tubes 331 through 336 are coupled to the screen of
other control element of tubes 351 through 356. Con-
sequently, the potential of these grids is normally main-

tained sufficiently low so that no current can passin the .

anode-cathode circuit of these tubes independently of
any of the signaling potentials applied to any of the
other grids or control elements of these tubes. In other
words tubes 351 through 356 will be maintained non-
conducting unless and until 2 more positive potential is

applied to their screen grids as will be described herein-

sfter.

The control grid of the left-hand section of tube 331
is connected to the cathode of tube 123 through a
coupling network comprising inductance 340 and con-
denser 341. As pointed out above, a positive synchro-
nizing pulse is applied to a cathode of tube 123 for each
code group of pulse code modulation signals when the
exemplary system described herein is operated in the
manner assumed above. The inductance 340 tends to
delay the application of this positive pulse to the con-
trol grid of tube 331 until the termination of the posi-
tive pulse applied to the control grids of both sections
of tubes 314, 315 and 316. The declayed positive syn-
chronizing pulse is then applied to the control grid of
the left-hand section of tube 331 a5 illustrated by graph
706 shown in FIG. 7. The application of the positive
pulse to the control grid of the left-iiand section of tube
331 causes this tube to pass current in its anode-cath-
ode circuit and discharge condenser 321 so that its
upper terminal is at a relatively low positive potential.
As a result the potential of the contro! grid of the right-
hand section of tube 331 is also greatly reduced so that
this section now conducts rauch less current than be-
fore. As a result its anode rises to a relatively high
positive potential and in turn causes the screen grid of
tube 351 to likewise rise in potential. If at this time the
control grid of tube 351 i likewise at or above a prede-
termined potential, a pulse of current flows through the
anode resistor 357 comm»n to tubes 351 through 356,
inclusive. If, on the other hand, the control grid of tube
351 is more negative at this time, or below a predeter-
mined potential, zo such pulse current flows in the
output resistor 357, .

The above conditions are then maintained, that is,
with the upper terminal of condenser 321 discharged,
the right-hand section of tube 32° conducting little or
not current and the screen of tube 351 maintained at a
relatively high positive potential wtil the next positive
pulse is applied to the control grids of both sections of
tubes 314, 315 and 316. At this time the upper terminal
of condenser 321 is again charged to a relatively high
positive voltage with respect to ground which voltage is
applied to the control element of :ight-hand section of
tube 331. This section of tube 331 then again conducts
current and causcs the potential anplied to the screea

grid of tube 351 to be again reduced to its low value
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9
after which time substantially no current can flow in
the output circuit of tube 351.

The wave form of the voltage applied to the screen of
tube 351 is illustrated by the pordon of graph 707,
shown in FIG. 7 designated L

When the right-hand section of tube 331 again starts
to conduct current the potential of its cathode will
become more positive and thus apply more positive
potential to coupling network comprising inductance
342 and condenser 343. Inductance 342 delays the
application of this positive pulse to the control grid of
the left-hand section of tube 332 until after the termi-
nation of the positive pulse applied to the control grid
of tubes 314, 315.and 316. Condenser 343 and resistor
344 in effect, tend to differentiate or shape the pulse
applied to the control grid in the left-hand section of
tube 332 so that the grid is maintained positive for onlv

ment 351 to 356, inclusive, is available for advancing
the kev generatmg equipment.

Under certain circumstances it may be desirable to
empioy a common key generating equipment such as
illustrated by 387, FIG. 3. In this case, the switches 371
to 376, inclusive, will be set in the second position from
the bottom and switch 377 in middle position as shown
in the drawing. Under these circumstances the single
common keying equipment 387 is employed to enci-

10 pher all of the pulses of the pulse code modulation

signaks.

It 5 also sometimes desirable to set any one or all of
the switches 371 to 376 so that the pulse code modula-
tion pukes may be transmitted without change or

merely inverted into pulses of the opposite character.

. In ocder to accomplish this the switches 371 to 376,

a very short instant of time. During the time the control -

grid of the left-hand section of tube 332 is maintained
positive current flows in the anode-cathode path of this
tube and discharges condenser 322, As described with
respect to tube 331, the right-and section of tube 332
then ceases to conduct current and in turn causes a
high positive potential to be applied to the screen of
tube 352 thus permitting this tube to conduct or not
depending upon the potential of its control grid.

It should be noted that when the current flows
through the right-hand section of tube 332 and is re-
duced as described above, the potential of its cath.de is
also reduced which change in potential is applied to the
control grid of the lefi-hand section of tube 333

- through coupling network comprisiig inductance 345,

condenser 346 and resistor 347. The left-hand section
of tube 333, however, was already biased to or-beyond
cut-off so that the application of this negative pulse to
its control grid produces little or no effect upon the
operation of the circuit.

Thus, in the manner described above, each of the
tubes 351 to 356 is conditioned to conduct under the
control of the potentia! of this control grid one after
another in rotation in synchronism with the pulse inter-
vals of the -pulse code modulation pulses which it is
desired to encipher.

The control grids of these tubes are connected to
switches 371 to 376 respectively, which switches may
be set in any one of a plurality of different positions. As
shown in the drawings the switches are set to connect
each of the control grids to a separate and individual
source of key signals 381 to 386 respectively. With
switches 371 to 376 set in these positions and switch
658 set in the position shown in the drawing, the output
of each of these key generators is employed to encipher
every sixth pulse code modulation in accordance with
the key signals generated by the respective key genera-
tor. Thus the outputs of all six of the key generators are
combined and employed to encipher the entire array
and pulse modulation pulses. By providing six key gen-
erators and employing their cutputs for a short time
one after another and in seguence, it is possible to

-provide ample time for changing the outputs of these
generators and thus operate the generators at a much
slower speed as, for example, one-sixth of the speed of
the pulse code modulation pulse intervals. In other
words, in the exemplary embodiment described herein
wherein six individual and independent key generators
381 to 386 are provided the output of these generators
is used only one-sixth of the time so that five-sixths of
the time of a complete cycle of the distributing equip-
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inclusive, will be set at eith